. . Alu, NE- | Kupfer,
ﬂmm. DIN Werk-  Bohrer- Sp!tzen- Ausspit- Seite OPer- Metalle, | Messing,
von-bis stoff typ winkel zung fléache

Bestell-Nr. NE-Leg. | Bronze
e e e
4211408.. M3-M12 8378 HSS N 118° 1137 behandelt
= Damp-
4211410.. M3-M10 8374  HSS N 118° 1138 behandelt
—— e Damp-
4211412, M3-M10 8376  HSS N 118° 1138 behandelt
8211414, 1,0-10,0 333-A  HSS 1139 Blank 15 30 50 90
4211420.. 1,063 333R  HSS 1139 Blank 15 30 50 90
e ————
4211502... 3,0-200 WN  HSS-Co5 90° 1140 Blank 18
e
4211504... 3,-200 WN HSS-Co5 120° 1/40  Blank 18
4211510..  1,0-63 WwN VM 60° 1141 Blank 10 20 30

. 1.0-6, K10/K20
2151, M3-m12 wn UMy 90° 1141 Blank 25 70 | 100

K10/K20
211512, M3-mM12 wn UMy 90° 1141 TiAIN 25 70 | 180

K10/K20
211513, M3-M12 wn  UHM oy g 141 Blank 30 9 | 100

K10/K20

VHM . )

s, m-mz owno 1141 TiAIN

Legende: [ll empfohlen, l[] geeignet, [ ] bedingt geeignet



